
. This view shows the underside of the rear portion of the rear hatch area when open The battery pack and con-

troller will actually be in the trunk area when the hatch is closed. Prep the mounting area with adhesion promo-

tor before mounting. Remove the 4 nuts (red arrows) and use the supplied retainers to hold the cables in place. 

You may have to push up on the nuts to get them started on the plastic loops.  Note: After all cables and strips 

are mounted , come back and use Gorilla tape to secure the cable where it passes through to the trunk area. 

(yellow arrow).  

Route the cables around the corner of the vents and secure with gorilla tape once strips are mounted (red ar-

rows). We use  some masking tape as a guide as to where we will mount the led strips to be sure they are 

straight. Prep the led strip mounting area with alcohol then adhesion promotor before mounting.  You can ex-

periment with different mounting positions but we have found this to be the best position so the leds wont be 

visible to the driver when the hatch is closed. Don’t mount the strip in the channel next to the vents. Be sure of 

the mounting position before you press them in place because you probably wont be able to reposition them.  

RECHARGING 

Unplug the cord from the battery pack and plug in the rechaging cord.  Make sure the switch is in the on posi-

tion when you plug it in to use it on the car.  

 

USE OF ADHESION PRO-

MOTOR:  Cut the very top 

off the packet and squeeze  

the excess fluid back into 

the pouch. Fold over and 

reseal the pouch with clips 

to prevent it from drying 

out. Use only a small 

amount to be sure you 

have enough for both 

strips also.  


